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1.0m 測定用 車載部品用コンパクト電波暗室

標準タイプだから驚異の低価格、安心の高性能

C033

FRANKONIA社

Automotive Component Testing Chamber – ACTC

External dimensions 6,380mm x 5,480mm x 3,750mm (LxWxH)

Frequency range 30MHz to 18GHz

Measuring distance 1m

Walls and ceiling Ferrite absorbers, type F006 + approximately up to the
middle of the chamber, hybrid absorbers, type H450

Floor Optional

Emission measurements According to EN55025/CISPR 25 (ALSE requirements,
performance of absorption material min≧6dB)

Immunity tests According to DIN/ISO 11452-2 (reduction of reflections
in the test area min. -10dB)

Techin ical Data

Absorber lining:

ACTC電波暗室は、車載用部品の放射試験

DIN 1145-2, EN 55025(CISPR 25)に適合す

るように開発されました。フェライト吸収体と

ハイブリッド吸収体を全面に装備し、150Khz-

18Ghzの周波数レンジを実現しています。 各

種オプションも用意して、ユーザの様々な試

験要求にも、低価格で対応可能になってい

ます。トータルでのEMC試験コストを劇的に

削減するためのプリ・コンプライアンス試験

環境としてご利用いただけます。


